Nikkor 50mm /1.2

The Fastest Lens in the Nikkor Line

Sales Points Specifications
® Normal 46° picture coverage. Focal length/Aperture: ~ 50mm /1.2
® Very large maximum aperture. Lens construction: 7 eolements in 6 groups
® Available light shooting e el o
. Diaphragm: Automatic
. E&:][;)acflty. . . Aperture scale: /1.2 ~ /16 on both standard and aperture-direct-
asy focusing and viewing in readout scale
dim light. Exposure measurement:  Via full aperture method; meter coupling ridge
® Takes 52mm filters—the provided for Al cameras and meter coupling shoe for
standard for most Nikkor non-Al cameras
lenses from 20 to 200mm. Distance scale: Graduated in meters and feet from 0.5m (1.7 ft) to
® Photographic uses include . infinity (=)
indoor and outdoor snapshots, ~ \Weight: 390g _
landscapes, candids of people, Dimensions: f7O.5n;lm dia. x 5B9mm long (overall); 47.5mm extension
. r
electronic flash photogrgphy, Attachment size: 520nr?m (aPn(fO.75)
travel,fglhlength portraits in A —— Tm—
the studio or on location, Lens hood: Snap-on (HS-12), rubber screw-in (HR-2)
photojournalism, and available Lens case: CL-34A; No. 61; CP-1

light shooting.




